
PUERTAS

(Medidas de referencia para su instalación. Se puede generar cambios a la información publicada en este documento sin previo aviso)

Especificaciones técnicas

FICHA TÉCNICA

Espesor perfil

Largo tira

Aleación 6063 T5

3000 mm

20.0 mm

48.5 mm

0.8 mm

Altura total

42.5 mmAltura útil

Ancho

Espesor anodizado 10 µm

Acabado Anodizado natural

Vista de sección del perfil
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Fecha de incorporación Versión 0.101 08 11

ZENIT- CÓDIGO: ZENIT

Perfiles por pack: 10 un.
Peso del pack: 14,46Kg

Espesor de vidrio Min.: 3mm - Máx.: 4mm9

PR235 (Zenit) Bundle setup

Profiles per bundle: 10
Bundle length: 3,05 mt

Bundle weight: 14,46 kg

Aluminio hecho producto 

Door weather strip

Weather strip packing instructions.

1 strip per profile, 3 mt. length

Heat shrink layer
Foam layer
Self adhesive film
Weather strip

Place one strip per profile, passing it  
through the Profiles interior, as 
shown below.

Label:

1/2 1/2

50mm

Bundle setup:
-Label centered in the package
-Label at 50mm from superior edge
-Grupo Euro heatshrink bag

Paño de espuma
Termocontraíble
Film autoadhesivo
Burlete

Esquema de empaque


